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AUTOMATIC AIR VENT

Distinguishing Features
Maintenance-free.
Continuous uninterrupted air venting.
The air relief is resistant of polluting.
Fast removal of large air bubbles.
The system is connected with air automatically while draining.
Automatic deflating saves maintenance costs.
Three years guarantee.

Applications
The automatic air vent is a good choice for you when
filling or draining a system, venting high point, or eliminating air locks.

AIR SEPARATOR

Distinguishing Features
Greatly reduced the start-up time after initial fill, no more venting required.
Optimum heat transfer.
Increased component life.
Avoids the oxygen corrosion and pump cavitations.
Quiet operation.

Applications
SYSCA Air separator is installed in the line of system and 
can remove micro-bubbles in high efficiency.

The HONEYCOMB NET makes the difference
The Honeycomb filter net is the core of the Air Separator. 
It allows the device to remove the free air and micro-bubbles in the system.
The Honeycomb filter net is made from soldered copper mesh which creates a relative
still area of water, even the smallest micro-bubbles can be removed. 
The air is collected in the air chamber and then release from Automatic air vent, 
which makes minor pressure drop in the Honeycomb net.

Distinguishing Features
For solar water heating systems.
Brass body.
Patent Honeycomb filter net inside.
Remove air and microbubbles from water fast.
High efficiency degassing.
No leakage.
Working temperature: -30~180℃。

Max working pressure: 10 bar.
Safe and simple to install.
Three-years guarantee.
High quality products with reasonable price.

Applications
Air vent and Air separator for solar system can remove both air 
and micro-bubbles from solar system.

SEPARATOR FOR SOLAR

HYDRAULIC SEPARATOR

Hydraulic separator is applied for boiler, heating system and air conditioning, cooling system, 
which is for balancing the pressure, flow rate, flow, temperature between the primary constant 
flow pump and secondary variable flow pump. 
Hydraulic separator makes the operating efficiency of the boiler, air-conditioning and cooling
systems performing its best.

Distinguishing Features
Energy saving by decreasing the pump lift of primary constant flow pump.
Keeps the system with best performing condition by removing the dirt and microbubbles.
Extend the system operating life.
Reduce the start-up time after initial filling.
Quiet operation.
Prevent the oxygen corrosion and pump cavitation
Easy in installation.
Space saving, can be used together with refill degasser to save the energy.

Applications
Hydraulic separator can readjust the sysytem distribution balance and
remove bubbles and particles simultaneously.

COMBINED SEPARATOR

Distinguishing Features
Water throughout the device can protect system to greatest extent.
Improved system working efficiency.
Reduce the risk of system failure.
Increased component life.
Reduced oxygen-based corrosion and pump cavitation.
Quiet operation.
No by-pass, isolating valves or replacement filters to clog and reduce pressure drop.
Dirt can be flushed while system is operation.

Applications
SYSCA Combined separator is installed in the line of system and 
can remove both micro-bubbles and particles from system water.

Distinguishing Features
Dirt can be flushed at any time while system is operating.

All dirt can be removed in one central location in the plant room virtually

without maintenance and replacing filters.

No by-pass or isolating valves required with minor pressure drop,

always constant without blocking the flow.

In addition to conventional dirt it also removes dirt particles of minimal size to micron.

Applications
SYSCA Dirt separator is installed in the line of system and

can remove particles from the water efficiently.

Dirt Separator with Magnetic Ring
Newly dirt separator with demountable magnetic ring.

Effect of collections to the metal particles is highly increaced through the magic 

magnetic force.

Magnetic or non-magnetic micro-particles could be removed efficiently.

DIRT SEPARATOR


